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Items can be ordered with or without the necessary 
batteries as per price list.

LED illuminated 
stand magnifiers
 ERGO-Base & ERGO-Lux MP

The ERGO-Base fixed-focus holder converts the  
ERGO-Lux MP into the perfect illuminated stand 
magnifier.

  Patented magnetic design for easy connection 
without wear and tear

  Easy scrolling on the object

  Comfortable reading position thanks to tilt feature in 
the holder which locks into place for firm and stable 
hold

  Suitable for right and left-handed use of all round 
lenses

  Bright holder material colour enhances illumination 
provided by ERGO-Lux MP

  Portable through easy separation of magnifier and 
holder

179102 Box ERGO-Base with all 5 fixed-focus holders

For details about ERGO-Lux MP hand magnifiers, 
please refer to the previous page.

174102 ERGO-Base for ERGO-Lux MP 24 D

175102 ERGO-Base for ERGO-Lux MP 20 D

176102 ERGO-Base for ERGO-Lux MP 16 D

177102 ERGO-Base for ERGO-Lux MP 12 D

178102 ERGO-Base for ERGO-Lux MP 8 D
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142562 144562 146562
56 D / Ø 35 mm (opt. Ø 27.0 mm)

142482 144482 146482
48 D / Ø 35 mm (opt. Ø 27.5 mm)

142392 144392 146392
39 D / Ø 35 mm

142282 144282 146282
28 D / Ø 35 mm

142242 144242 146242
24 D / Ø 55 mm (opt. Ø 52.5 mm)

142202 144202 146202
20 D / Ø 55 mm

142162 144162 146162
16 D / Ø 60 mm

142122 144122 146122
12 D / Ø 70 mm

142082 144082 146082
8 D / 100 x 75 mm

155002 Pack of 3 AA alkaline batteries

LED illuminated 
stand magnifiers
 ÖKOLUX plus 

Battery operated illuminated stand magnifier with a  
4-chip SMD LED available in 3 light temperatures.

  Individually tested light temperatures can reduce the 
magnification needed 

  Inclination of 8 D magnification head convertible for 
right or left-handed use

  Very bright, consistent and high-contrast light 
through the special light emitting diode 

  Ideal illumination of the reading material or viewing 
object enhanced by light-coloured material of the 
closed magnification head

  Low energy consumption and long battery life – easy 
battery replacement thanks to hinged battery box cover

 Aspheric lightweight lens

 3 AA alkaline batteries required

2700 K 4500 K 6500 KLight temperatures: 

Box ÖKOLUX plus low power lenses

142092 144092 146092
Contents: 20 D, 16 D, 12 D, 8 D

Box ÖKOLUX plus high power lenses

142292 144292 146292
Contents: 56 D, 48 D, 39 D, 28 D
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140562 Head ÖKOLUX plus 
56 D / Ø 35 mm (opt. Ø 27.0 mm)

140242 Head ÖKOLUX plus 
24 D / Ø 55 mm (opt. Ø 52.5 mm)

140202 Head ÖKOLUX plus 
20 D / Ø 55 mm

140162 Head ÖKOLUX plus 
16 D / Ø 60 mm

140122 Head ÖKOLUX plus 
12 D / Ø 70 mm

140082 Head ÖKOLUX plus 
 8 D / 100  x 75 mm

140482 Head ÖKOLUX plus 
48 D / Ø 35 mm (opt. Ø 27.5 mm)

140392 Head ÖKOLUX plus 
39 D / Ø 35 mm

140282 Head ÖKOLUX plus 
28 D / Ø 35 mm

  ÖKOLUX plus 
magnification heads 

Easily interchangeable closed magnification head for 
different magnification powers.

  ÖKOLUX plus 
magnifier handles 

Easily interchangeable magnifier handle for different  
light temperatures.

140292 Box ÖKOLUX plus high power lenses for testing
Contents: Heads 56 D, 48 D, 39 D, 28 D and handles  
2700 K, 4500 K, 6500 K

140252 Box ÖKOLUX plus low power lenses for testing
Contents: Heads 24 D, 20 D, 16 D, 12 D, 8 D and handles  
2700 K, 4500 K, 6500 K

Items can be ordered with or without the necessary 
batteries as per price list.

Handle ÖKOLUX plus

142002 144002 146002
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LED illuminated 
stand magnifiers
 MODULAR LED

Battery operated illuminated stand magnifier with three 
4-chip SMD LEDs available in 3 light temperatures.

  Easily interchangeable open magnification heads, 
available in different magnification powers

  Possibility to write under the low power lenses

  Individually tested light temperatures can reduce the 
magnification needed

  Adjustable reading inclination for right or left-handed 
use

  Very bright, consistent and high-contrast light through 
3 precisely aligned special light emitting diodes

  Low energy consumption and long battery life – easy 
battery replacement thanks to hinged battery box cover

  Aspheric lightweight lenses

  3 AA alkaline batteries required

190222 190242 190262
28 D / Ø 35 mm

191222 191242 191262
 20 D / Ø 55 mm

192222 192242 192262
16 D / Ø 60 mm

193222 193242 193262
12 D / Ø 70 mm

196222 196242 196262
8 D / 100 x 75 mm

195222 195242 195262
6 D / Ø 100 mm

2700 K 4500 K 6500 KLight temperatures: 
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Items can be ordered with or without the necessary 
batteries as per price list.

198002 Box MODULAR LED for testing
Contents: Heads 16 D, 12 D, 8 D  
and basic units 2700 K, 4500 K, 6500 K

190102 Head MODULAR
28 D / Ø 35 mm

192102 Head MODULAR
16 D / Ø 60 mm

196102 Head MODULAR
8 D / 100 x 75 mm

191102 Head MODULAR
20 D / Ø 55 mm

193102 Head MODULAR
12 D / Ø 70 mm

195102 Head MODULAR
6 D / Ø 100 mm

MODULAR basic unit

182222 182242 182262

Easily interchangeable battery 
operated basic unit (handle with 
fixed tilting part). Tilting part can be 
swivelled for right or left-handed use

2700 K 4500 K 6500 KLight temperatures: 

155002 Pack of 3 AA alkaline batteries

Box MODULAR LED

198022 198042 198062
Contents: Heads 28 D, 20 D, 16 D, 12 D, 8 D and basic unit

Box MODULAR LED, TWIN-Lux LED

198122 198142 198162
Contents: Heads 16 D, 12 D, 8 D and basic unit, battery operated 
TWIN-Lux LED
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Items can be ordered with or without the necessary 
batteries as per price list.

LED illuminated 
stand magnifiers
 TWIN-Lux LED

Illuminated stand magnifier with three 4-chip SMD LEDs 
available in 3 light temperatures for battery or mains 
operation (only 230 V / 50 Hz with Euro plug).

  Offers the world’s largest field of view at 4.4 x 
magnification

 Individually tested light temperatures can reduce the 
magnification needed

  Comfortable reading posture through ergonomically 
tilted design

 Very bright, consistent and high-contrast light through  
3 precisely aligned special light emitting diodes

 Low energy consumption and long battery life 

  2 aspheric lightweight lenses at an accurately 
computed distance

 3 AA alkaline batteries required for battery  
operated version only

4.4 x

155002 Pack of 3 AA alkaline batteries

TWIN-Lux LED
8 D / 100 x 75 mm + 6 D / 100 x 50 mm

916222 916242 916262
Battery operation

916022 916042 916062
Mains operation

2700 K 4500 K 6500 K Light temperatures 

Box MODULAR LED, TWIN-Lux LED

198122 198142 198162
Contents: Heads 16 D, 12 D, 8 D and basic unit, battery operated 
TWIN-Lux LED


